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LIGHTNING-CONDUCTORS ; | 


PATENT LIGHTNING 


accumulated since the time of Benjamin Franklin, proves corchisively that 
Corductor made of Copper, of size) is the best of all appliances for the protection of evety eescription 
of Building from the destructive effects of Lightning. 


NEWALL & C0: s PATENT COPPER-ROPE LIGHTNING- CONDUCTOR, 


‘As applied to all kinds of Buildings and Shipping in all parts of the world with unvaryme 
sûccess, is thé most reliable, most effective. and cheanest Conductor offered to the nnbhic, 


It is simple in its application, no ipenlators being es end it costs only OnE SHILLINE per foot for. 
the standard size, which + safe in any storm. 


Sole Patentees of Untwisted Wire Rope. Manufacturers of Iron and Steel Ropes 
3 for Colliery and Railway Purposes. Rigging Ropes, Guide Ropes; &c. cee 
Gilt and Silver Cord for hanging Pictures. Iron, Stec!, and Copper Cord for Clock and Sash Lines &c. 


RS NEWALL & Oo. LONDON, 180, STRAND, W.C. 
LIVERES 36, Water Road ; Anderston Quay: MANUF ACTORY, 
| atesnead-on yne. 


ZIMDARS PATENT 


PNEUMATIC BELLS, , 
DESPATOR: TUBES, 


ELECTRIC BELLS. 


327: Road, W, 


TNING-CONDUCTORS, &., Re -DIXON, CORBITT, & SPE INCER, 


Manu- 
facturers of HEMP, MANILLA, and Wire Ropes of every description : inns, Twines; Copper; Iron, and 


Steel Cords for Sash-lines and other purposes; Giver and Sitvap Corp for HANGING Pictures; Fencing Strand ; 
Spinners of YARN for TELEGRAPHS &c. Warchos 


Late 


BELLS FOR DOMES TG TSE. 


is now conceded that the: ringing: of housé-bells: by méans of cranks wires 
is «clumsy and bygone conttivance, and: itogether a thing of the past—as primitive and as rude, when 
compared with the electric ¢ystem; the drawing of water fram wait for house-supply by rope and 

bucket, instead of by a pump Or hydraulic machine. Jodie electetc ah pulling and tigging, | 
and consequent breaking of wicés, 16 dote away with; for, Fetes distant the beli may be, and however 

tortuous its Course, it may be rung Sy means of the siighicn: pressure of thy finger on a little very button. 
To secure this desirable resuit, and to Be lastang, three Wings are necessary—the exclusive use of 
first-class. and highly-finished materials; skilled workmicg to perform the mechanical pate; and an 
instructed ming, combined with long peaches’ ex to direct theis aperations, 


cu. Wath these at their QM have been ta to highly 
WINDSOR CASTLE, | THE NEW FÔRE OF FICE 
MARLBOROUGH HOUS | TRE MIDLAND GRAND HOTEL 
SANDRINGHAM HOLS | THE NEW ROYAL HOTEL, 


at many Private Mansions and Public Baiidings, full of which wil be supplied, and Catalogue on 


W. Ss. ADAMS & SON. 


ELECTRIC ENGINEERS, MARLBOROUGH WORKS, MARSHALL STREET, GOLDEN SQUARE, W, 
N.B. The Beils may be seen in Km at 67, Haymarket, S.W, 


“THE EXCHANGE TELEGRAPH COMPANY, 


{Intorborated 1892, 
‘Under the Companies Aces and a special license from Her Majesty’ S Postinaster. General, & 


Min 


| Capital, £228 000. 
“Heap Orrices, AND 18, CORNHILL, LONDON, EC. 


This Company i is now establishing branch or call stations the and suburbs for 


the cue administration of its 


TELEGRAPHIC CALL: SYSTEM, 


by the aid of Which subscribers may be enabled at any hour or the 


DAY OR NIGHT 


FO. CALL À: 


MESSENGER, CAB, OR. POLIGEMAN, 


AND GIVE THE 


ALARM OF. FIRE, 


while many Other ‘ ‘ Calls *jadivating the wants of a private house, chambers, office, or place of Wire Of any 
kind may be arranged for, all such being made in the same uniform manner by the pressure of a button on a 
_ small automatic instrument, placed as most convenient ang telegraphically connected with thé nearest “ Call 
. - Station”? of the Company, which in no case will be distant from the subscriber more than a quarter of a mile 

or three minutes’ time; these instruments occupy but few inches of space, are not liable to get out of ri sl 
require no local batteries or winding up, and no knowledgé whatever of telegraphy to work them. 


CALL STATIONS 


will be established wherever.a demand for them may arise; they will be provided with a PACA staff of 


Bs _ Operators and messengers, whose duty it will be to receive and attend to Calls.” A policeman will be found 


there, and an expert with a hand pump or extincteur ready to act on the first alarm of fire, and each station. 
will be i in telegraphic communication with the nearest | 


POLICE AND FIRE BRIGADE STATIONS. | 
tits enhancing the public value of the system by the increased security which will be rendered to life and aS 
propert ae 
= erhe system has been in operation in the United States for some years past, having been-initiated and © 

established by the American District Telegraph Gompany to meet.a great public want, and where its practical 
advantages have become. sa fully recognised “and: appreciated that it-is being rapidly adopted throughout the 
States; in New York, where it originated, and some thousands of instruments are at work, it is considered Bs 


3 indispensable as. 
WHE HOME TELEGRAPH. 


À PROTECTION T@ LIFE AND, PROPBRITY—A CONVENIENCE IN DOMESTIC LIFE, 
| AND AN ADJUNCT TO BUSINESS, 


chief for purpose of utilising the Messenger will be established in business localities. 


Day. and Service. . . Day Service .. 4 Guineas per annum. 
Extra Instruments at à reduction. | 
; Instruments placed and connected with the nearest Call Station of the Company, and kept in working order | 
| of all charge to subscribers. | 
» Messengers when soonest Sixpence to: Eightpence per hour. | | 
Automatic, Fire, and Burglar Alarms fitted in conjunction with the Cal fivetan,: 
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TO INVENTORS. 


ESSRS. BREWER & JENSEN, British, Fo- 


reign, and Colonial Patent Agents, give prompt personal 
attention to all matters entrusted to them. Office for Patents, 
33, Chancery Lane, W.C. Established 1844. | 


PATENTS—PATENTS. 


OBERTSON, BromAN & Co. (established 50 

years) continue to obtain Patents for Inventions. Pam- 

phlet, containing special advice, gratis or by post. 166, Fleet- 
street, London. 


Free by post for 14 stamps. 
H ow To Make Money By PATENTS. By 
CHARLES BARLOW. 
- Bartow & Co., 23, Southampton Buildings, London, W.C. 


‘[ ELEGRAMS.—The Oriental and Ameri- 


_ can Telegram Company (Limited), 140, Leadenhall-street, 
having purchased from the liquidators of the late Oriental Tele- 
gram Agency (Limited), the registers, &c., of that Agency, is the 
only Company authorised to use such Registers, Codes, Agencies, 


&c. The Company now possesses the most complete system of 


Agencies, and Messages for all parts are received at the offices, 
140, Leadenhall-street, and forwarded with the utmost dispatch. 
Otto Rocus, Managing Director. 


O & F. H. VARLEY, Engineer Contractors, 

* Mildmay-Park Works, Mildmay-street, Highbury, N., 
manufacture Improved Morse Ink-writers, Duplex Instruments, 
Double Current Keys, Relays, Resistance Coils, Galvanometers, 
all description of Testing Apparatus for Submarine and Land 
Lines, Block-signalling Instruments, Batteries and Stores. Con- 
— entered into for Construction and Maintenance of Telegraph 

ines. 


BLOCK TELEGRAPHS AND ELECTRIC 
INTERLOCKING SIGNALS. 


& COMPAN TZ 


Respectfully invite the attention of Railway Directors, Managers, 
and Engineers to their important improvements in “ Block” 
Telegraphs, especially to their new system (Patent 1874, in con- 
junction with Messrs. SAxBY & FARMER), inspected and improved 

y Captain TYLER, on behalf of the Board of Trade. By the use 
of this appliance, a signalman who receives a telegraphic indica- 
tion of a line blocked, from the signalman in advance, cannot pos- 
sibly give a contrary signal upon the outside semaphore to the 
engine-driver,. 

“ Such is the latest development of railway signalling, which is 
worthy of careful attention, constituting, as it does, a marked 
advance upon the ordinary block system.”—The Times. 

Office and Works—4, OLD STREET, GOSWELL RoApD, LONDON. 


H M. Capner, Manufacturer of Electrical- 


Galvanic, and Philosophical Apparatus of every descrip- 
tion.—20, Northampton-square, Clerkenwell, E.C. 


Cye 


London. 


On OcToBER 26, 1N CROWN 8vo. WITH 58 WoopcuTs, PRICE 2s. 6d, 


[LESSONS IN ELECTRICITY at the 


Royal Institution, 1875-6. By Joun Tynpaz, D.C.L. 
L.L.D., F.R.S. Professor of Natural Philosophy in the Royal 
Institution of Great Britain.—Lonpon: LONGMANS & Co. 


THE OPERATOR, 
American Journal of Scientific Telegraphy. 


A copy will be sent free on application to Messrs. HAUGHTON 
| Co., 10, Paternoster Row, London, E.C. 
SUBSCRIPTION, 7S. PER ANNUM. 


TOWNSON & MERCER, 


(LATE JAckson & Townsovn,) 


W HOLESALE AND EXPORT DEALERS and 
Manufacturers of CHEMICAL AND SCizNTIFIC 
APPARATUS, graduated Instruments, Pure Chemicals, &c., for 
Analysis and the general ap ae ag: Use of Manufacturers, 
Mines, Universities, Schools, &c., 89, ishopsgate-street Within, 
Sole Agents for Prof. Wanklyn’s Test Solutions for 
Water Analysis. Illustrated Catalogues post-free on receipt of 
three stamps. 


MESSRS. H. A. HARBOROW & H. SPAGNOLETTI 


Electric Telegraph Engineers, 
CONTRACTORS AND MANUFACTURERS, 
4, Circus Street, Marylebone, W. 


Makers of Block Instruments, Single and Double Needle Instru- 
ments, Coils for same with Induced Needles. Lines constructed 
and maintained. ‘Batteries of every description. Electric Bells, 
Indicators, Thief and Fire Alarms for private houses, banks, 
hotels, warehouses, &c., &c. Lightning Conductors. All kinds of 
Electrical Mining Apparatus. H.and H.S. draw attention to 
their Bells, &c., especially adapted for mines. Models made. Ex- 
periments carried out.—4, Circus-street, Marylebone, London, W. 


Chermo-Electric Generator Company Fimited, 


Lonpon—27, New-street, Cloth Fair, Aldersgate-street, 
Close to Aldersgate Railway Station 
Paris—85, Boulevard de Courcelles. 


M .Cramonp, the Inventor, has received, at 


the Annual Meeting of la Société d'Encouragement pour 
l'Industrie Nationale, on the 25th June, 1875, its Grand Gold 
Medal, in recognition and appreciation of the value of his impor- 
tant discovery, 

The following are some of the purposes to which this system is 
adapted, viz.— 

Telegraphy ; Electro-plating and Electrotyping; Deposition 
of Metals and Chemical Analysis; Production of Light; Torpe- 
does, and other Naval and Military Requirements; the Labora- 
tory and Lecture Room; Hospital and Surgical Practice, and 
Baths; Electric Clocks and Bells; Mining. 

For prospectus and all information, address as above PE 


\ Stone,Mathematical-Instrument Maker 


*__to the Trade, 44, Gloucester-street, Bloomsbury. 
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WOLTERS, 


55, UPPER MARYLEBONE-STREET, PORTLAND-PLACE, LONDON, W., 
BALANCE MAKER, 


(MANY YEARS WITH L. OERTLING.) 


THE NEW SHORT-BEAMED ANALYTICAL BALANCES, 
A SPECIALTY. 


A DESCRIPTION, EXPLAINING THE PRINCIPLES OF THESE BALANCES, PosT-FREE ON APPLICATION. 


All Balances are adjusted by MR. WOLTERS himself under absolute guarantee. 


RUPTURES,—By Royal Letters Patent. 


WHITE’S MOC-MAIN LEVER TRUSS 
és Is allowed by upwards of five hundred 


Medical Men to be the most effective invention in the 


curative treatment of HERNIA. The use of a steel 
spring, so hurtful in its effect, is here avoided, a soft 
bandage being worn round the body, while the 
requisite resisting power is supplied by the MOC- 
‘MAIN PAD and PATENT LEVER, fitting with so 

much ease and closeness that it cannot be detected, 
and may be worn during sleep. A cescriptive Cir- 
cular may be had, and the Truss (which cannot fail to 
fit) forwarded by post, on the circumference of the 
kody, two inches below the hips, being sent to the 


| Manufacturer, 
PMR. JOHN WHITE, 228, PICCADILLY, W. 
Price of a Single Truss, 16s., 21s., 26s. 6d., 31s. 6d., postage- 
f:ee. Double Truss, 31s. 6d., 42s., and 52s. 6d., postage-free. An 
Umbilical Truss, 42s. and 52s. 6d., postage-free. 


Post-office Ordeis to be made payable to Jon WuiTE, Post- 
office, Piccadilly. 


| 


NEW 
ELASTIC STOCKIN( S, KNEE-CAPS, &c. 


For Varicose Veins, and all cases cf Weakness and Swelling o 
the Legs, Sprains, &c. They are porous, light in texture, and 
inexpensive, and are drawn on like an ordinary stocki:g. Price 
from 4s. 6d., 7s. 6d., 10s., to 16s. each, pestage free. , 

JOHN WHITE, MANUFACTURER, 228, PICCADILLY, LONDON. 


PHOTOGRAPHY 


(Rapip Dry PROCESS.) 
Previous Knowledge not neccessary. 


NoChemica!s required in the Fie!d. 
Tcuiists’ Pocket Camera and Slices, 
for Plates, 44 ky 5}. Lens, Patent 
Folding Stand, Chemical Laboratory, 
and cvery requisite. 

PRICE COMPLETE, £8 8s. 
Full particulars and instructions free 
by Post, or Practical Lesscns free on 
Sensitive Plates, 4s. per dez. 


WRATTEN & WAINWRIGHT, 


| MANUFACTURERS, 
38, GREAT QUEEN STREET, LONG ACRE, 
LONDON, W.C. 


the Premises. 


‘THE SCIENCE DEPÔT AND ExXCHANGE.— 


General Scientific and Telegraphic Instruction; The 
Construction, Purchase, Sale, Exchange, Hire, or Valuation of 
(full-size and model) Printing, Alphabetic, and Needle Instru- 
ments; and all kinds of Electric, Preumatic, Acoustic, Heat, 
Opt cal, Mechanical, Photographic, Chemical, ard other Appa- 
ratus ; Lathes, Tools, Engines, Boilers ; Astronomical, Surveying, 
and Drawing Instruments; and all kinds of Material, Parts, 
Fittings.—Apply to Dr. A. CarLaTzi, Science Depot, Chenies-st., 
Tottenham-court Koad.—Immense Stock, and variety of second- 
hand Instruments at half-price. 


— 


| 


[LECTURES ON MINERALS AND 


ROCKS. Professor TENNANT, F.R.G.S., will give two 
courses of Lectures on GELOGICAL MINERALOGY, at King's 
College, London. One course on Wednesday and Friday Morn- 
ings, from gto 100’clock; the other course on Thursday Evenings, 
from 8to 9. The Lectures will commence on October 11th, and 
will be illustrated by a very extensive Collection of Specimens, 
chiefly from his private Cabinets. Perscns unable to attend 
Public Lectures can have private instruction in eg A | 
Geology of Professor Tennant, at his residence, 149, Strand, W.C 


Second Edition, price ros. 6d. 


ABC TELEGRAPHIC CODE. 


opE Worps not exceeding ten letters. 
Cyphers not exceeding five letters. (SIMPLICITY, ECO- 
NOMY, AND SECRECY). Simplicity and Economy, palpable; 
Secrecy absolute, specially adapted for the use of FINANCIERS, 
MERCHANTS, SHIPOWNERS, BROKERS, AGENTS, &c. 
(See opinions of the Press). Nearly a hundred papers testify in 
the highest terms possible to the tho:ough efficiency and com- 
pleteness of this work. 


EDEN FISHER, 50, LOMBARD STREET, E.C. 


ELECTRIC BELLS.—Hotels, Clubs, and 


Piivate Houses in Town and Country fitted with Electric 
Bells, Speaking Tubes, Thief-detectors, &c. The Trade and 
Amateurs supplied with Stores. Price-lists on application. 
Batteries and other Electrical Gooës.—Epwarr }, PATERSON, 
3, BEDFORD COURT, COVENT GARDEN. 


THE SCENOGRAPH. 


LL TOURISTS SHOULD SEND AT ONCE 
for the SCENOGRAPH MANUAL, PRICE 6d., 
including a cabinet-sized landscape taken with the 
instrument. This work fully describes this WON DER- 
FULLY CHEAP AND COMPACT POCKET TOUR- 
ISTS’ CAMERA, the price of which complete with 
STAND, LENS, TWO DOUBLE DARK SLIDES, 
STAINED CASE, &c., is only FIFTY SHILLINGS. 
A smaller size for pictures 4} by 34, THIRTY-FIVE 
SHILLINGS. 


THE SCIOPTICON COMPANY, 
157, Gt. Portland-street, London, W. 


OHN PLACE (late B. Norris), Manufac- 


J turing Optician and Mathematical-Instrument Maker, 13, 
Bull Street, Birmingham, manufacturer of every description ot 
MINING and SURVEYING INSTRUMENTS. Repairs cone 
upon the shortest notice. Sole Inventor of the New Metal 
Sacharomceter. Inventors’ Models and all kinds of small Machinery 
done. Strictest confidence observed. | 
N.B.—Whecel, Rack, and Screw Cutlery any size and pitch, 
on the shortest notice. | 
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LIGHTNING AND THE ELECTRIC 
TELEGRAPH. 
ALTHOUGH scarcely a month passes without con- 
siderable and fatal damage being done by lightning 
throughout the globe, yet a careful analysis of the 
various cases would perhaps surprise those who 
have supposed that the destructive effects are 
particularly noticeable upon the electric telegraph 
system. We constantly hear of cases where 
people have been struck and killed by lightning in 
the open country, but the electric telegraph, which 
is popularly supposed to be peculiarly subjected to 
electrical disturbances, so far from being able to 
give a long list of casualties which have occurred 
to its operators from this cause, barely numbers 
its victims by units; indeed, in a recent number 
of our American contemporary, the Fournal of the 
Telegraph, it is stated that a recent fatal case 


which occurred to a female operator at the Read- 


ville Station of the Boston and Providence Railway 
is the first instance on record of the death of a 
telegraph operator by lightning. In this instance 
the circumstances of the case seem to prove after 


all that the accident was caused by a local 


discharge, and that the electricity was not conveyed 
any distance by the wire, as might be supposed. 

_ Cases have occurred where operators have 
received violent shocks during thunderstorms, but 
even these are comparatively few in number. 

So far from being a source of danger, we are 
inclined to think that the electric telegraph is 
rather a cause of safety, as the large net-work 
of wires spread over the country tends to prevent 


an accumulation of electricity at any particular : 


point, by continually and silently discharging it to 
earth. This is particularly the case in districts 
traversed by main lines where, in this country at 
least, every pole has an earth wire, running from 
the top to the bottom, fixed to it. 

That these wires effectually discharge a light- 
ning-flash has been seen in cases where the wires 
have been terminated within a few inches of the 
top of the pole; a lightning-flash striking one of 
these destroyed the portion of pole above the 
Wire, but at the point where the wire commenced 
all damage ceased. The value of these wires is 
so well known, that they have been adopted in 
this country for some years past, and in no case 
has a pole so protected ever been damaged by 
lightning. Even before it was the practice to 
employ these earth wires, although damage was 


| done to instruments, no fatal accidents occurred, 


although the operators were continually employed 
at the instruments. 

The destructive effects of lightning on entering 
a submarine cable may well be imagined, but yet 
a very large number of cables are connected to 
the land lines direct, so that any flash which 
would strike the latter would inevitably go into 


_the cables, and yet we now never hear of danger 


being done to the latter. It is true that pro- 


tectors are interposed between the land wire and © 


the cable, but when we consider the dimensions 
of such protectors and the destructive effects 
which are produced on buildings when struck, it 


seems difficult to understand how, if such dis- 


charges struck a line of telegraph, they could be 
drawn off safely to earth without a large portion 
entering the cable and damaging it. Perhaps the 
most striking instance of the immunity of the 
telegraph system from damage by lightning may 
be seen in the extensive net-work of wires spread 


‘over London, at a high elevation, which one 
would think would offer the best possible path for . 


the lightning to take; yet we believe the cases of 
damage are comparatively few, and of accidents 
to operators entirely #1}, or very nearly so; cer- 
tainly no fatal accidents are recorded. 


a 


ON RELATIONS BETWEEN CAPILLARY 
AND ELECTRICAL PHENOMENA. 


Ix a recent communication to the Belgian Aca: 
demy, M. W. Spring gives some curious facts 
relating to capillary and electrical phenomena. 
He enunciates the following two theses:—I. A 
change in the size of the surface of a body, liquid 
or solid (the fondcral quantity of the body remain- 
ing unchanged), is accompanied by a production 
of static or dynamic electricity. II. The electri- 
fication of a liquid body favours a change in the 
state of tension of its surface. 

The following facts are given in illustration :— 

1. Two drops of mercury, of the same diameter, 
are placed on a plane of glass; both are in their 
natural state. If these drops are allowed to unite, 
the surface of the new drop is much smaller than 
the sum of those of the component drops. After 
union of the two drops, the mercury is electrified 
so as to be able to attract and retain a pith ball 


of the weight of o‘ooo125gr. 


2. A thin sheet of caoutchouc is electrified by 
the maximum tension it can bear without rupture, 
so as to bear fragments of pith weighing 0.00025gr. 

3. Mercury is made to flow from a glass tube 
fine enough to emit it in drops. The production 
of these drops involves an increase of the capillary 
surface. Each drop thus formed is electrified so 
as to carry 0.0035gr. of pith, independently of the 
electrification produced by the mercury after its 
passage through the capillary tube. : 
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"à The quantity of mercury emitted drop by | 


drop in a unit of time diminishes as its electric 
state increases, and vice versa. 

5. All other things equal, the quantity of mercury 
flowing out per unit of time is greater if we hinder 
the drops from forming at the issue of the liquid 
from the tube, by putting the tube in mercury, 
than when the drops can form. Here, in fact, 
electricity is no longer generated. 

6. If we connect by a conducting wire the 


entrance and mouth of a capillary tube traversed 


by a current of mercury, a current is observed 
proceeding from the mouth to the entrance. 
Under influence of this current, the mercury is 
rapidly altered by being oxidised. If the con- 
ducting wire is of copper, the end inserted in the 
capillary tube at its entrance 1s alone amalgamated. 
A considerable quantity of copper passes at the 
same time with the mercury. 

7. If we fill in free air a capillary tube with 
acidulated water, and insert one electrode con- 


nected with a galvanometer in the upper meniscus | 


(the tube being held vertically), while another 
electrode is plunged in a vessel of acidulated 


water below, no current is observed so long as the 


capillary tube is not immersed in the water of the 
vessel; but whenever the pendant drop touches 


the water surface in the vessel, it spreads out, and 


an instantaneous current traverses the galvano- 
meter. , 

8. If the water of the vessel be replaced with 
alcohol, the same phenomenon: is observed on 
immersing the capillary tube charged with water, 
but with much greater intensity. Further, the 
alcohol is -diffused through the water, and at the 
moment when it ruptures the upper meniscus in the 
capillary tube, there is a current in inverse direc- 


tion to the first; then all c»mes to rest. 


g. A drop of alcohol s>-:a‘-ng on water causes 
the formation of an elec ©: current. 


10. If we touch a given surface of water with a 


body susceptible of being wet, a current is produced 
at the instant of contact; this current is not 
increased when the body is immersed in water. 
11. M. Spring has constructed an apparatus, 
which enables to express in weight the thickness 
of the electric layer of a body. It may thus be 


_ described: At a point A on one vertical side of a 


rectangular glass frame is fixed horizontally a fine 
glass fibre A B; its extremity B traverses a 
graduated scale. From near the end of the 
fibre is suspended with cotton-thread a ball of 
pith. The graduation of the instrument is done 
as follows :—The end B of the glass fibre being at 


_ zero of the scale, you suspend a milligramme to 


‘the end of the thread, and note the extent of 
deflection of the glass fibre; then suspend two 
milligrammes, and again note deflection. Thus 
may be formed a table expressing directly in milli- 
grammes the force excited at the end of the 
cotton-thread. 

In using the instrument, an electrified body is 
presented to the pith ball; the latter adheres. 
You then draw down the electrified body slowly 
and vertically, and the ball follows. When the 
reaction of the flexion is equal to the electric 
tension, the ball quits the electrified body and 
returns to zero. Having marked the maximum 
descent produced on the scale, one may then 


express the electric adhesion in milligrammes. 
By means of this apparatus, M. Spring has ascer- 
tained— | 

12. That the electric tension developed on the 
surface of a body, by friction, attains, for each 
body, a maximum corresponding to a given friction. 
If the friction continues the same in time or in force, 
the electrical state of the body remains the same, 
but its temperature goes on increasing with the 
energy of the friction. 


- 


ON THE NATURE OF GALVANIC 
RESISTANCE. 


BY G. K. WINTER, TELEGRAPH ENGINEER, MADRAS 
RAILWAY. | 


A RATHER interesting question regarding the 
nature of galvanic resistance has recently been > 
raised by M. Edlund. It unfortunately happens © 
that the whole of M. Edlund’s reasoning on the 
point is founded upon the supposition that the 
phenomena of dynamic electricity are due to the 
actual longitudinal motion of the already hypo- 
thetical ether; but it appears to us that, with 
certain modifications, his theory of galvanic resist- 
ance may be made tenable without the necessity 
of founding it upon an assumption which experi- 
ments hitherto made have not only failed to 
substantiate, but rather have had an opposite 
tendency. In any case, the less we found our 
reasoning on uncertain hypotheses, and the more 
we rely upon well ascertained facts, the greater 
will be the chance of our deductions being faithful — 
interpretations of the truths of nature. | 

The question in its simplest form is what is the 


nature of Rin Ohm’s law C = — ? 


As a general rule, we have hitherto been con- 
tent to call it resistance, and have ascertained 
the laws which regulate its quantity, without 
really inquiring whether we are justified in con- 
sidering it as actually the resistance which the 
current encounters in its passage through con- 
ductors. | 

The following very suggestive passage, however, 
eccurs in the Report for 1863 of the Committee 
appointed by the British Association, to consider 
the question of Electrical Standards. 

‘In order to carry on the parallel with the 
pipes of water, the resistance overcome by the 
water must be of such nature that twice the 
quantity of water will flow through any one pipe 
when twice the head is applied. This would not 
be the result of a constant mechanical resistance, 
but of a resistance which increased in direct pro- 
portion to the speed of the current; thus, the 
electrical resistance must not be looked on as 
analogous to a simple mechanical resistance, but 
rather to a co-efficient, by which the speed of the 
current must be multiplied to obtain the whole 
mechanical resistance. Thus, if the electrical 


resistance be called R, the work W is not equal 


toC Ri, buttoC x CR x for 
W = C2Ré 


| 
| 
= 
R 
| 
| | 
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where C may be looked on as analogous to a 
quantity moving at a certain speed, and C R as 
analogous to the mechanical resistance which it 
meets with in its progress, and which increases 
in direct proportion to the quantity conveyed in 
the unit of time.” | 

We have here a deduction from the known 
relations between resistance, current, electro- 
motive force, and work, that the mechanical 
resistance which the current meets with is R C 
and not R. 


In accordance with this deduction, we shall 


call R the co-efficient of resistance, as we think 
this nomenclature preferable to that of Edlund, 
who names it the principal resistance, and defines 
it as the actual mechanical resistance encountered 
by a current of unit strength. 


Edlund, who arrives at the same conclusion by 


quite a different process of reasoning, has so far 
been anticipated by the writers of the Report; 
but he goes further than this, and shows that we 
can consider electro-motive force as an accelerat- 
_ing force, which increases the current until the 
mechanical resistance encountered becomes equal 
to the electro-motive force, or until E = RC, up 
to which time Ohm’s law is inapplicable. | 
. The reasoning by which he arrives at this 
conclusion is perfectly just, if we take it for 
granted that electricity, or that function of it in 
whose longitudinal motion we recognise an electric 
current, possesses inertia. Clerk Maxwell takes 
the existence of this inertia for granted, for he 
states in “ Electricity and Magnetism,” vol. i1., 
page 182— “Thus, if a current be left to itself, it 
= will continue to circulate till it is stopped by the 
resistance of the circuit.” | 
= This conclusion furnishes us with a clear ex- 
planation of a difficulty which has hitherto at- 
tended the ordinary interpretation of Ohm’s law. 
_ In the equation— 
C = — 
R 


if we suppose R = o we get a current of infinite 
strength produced by a finite force. It follows, 
however, from Edlund’s conclusion, that Ohm’s 
law is inapplicable until the mechanical resist- 
ance R C becomes equal to the electromotive 


force E; and as this could never be the case, 


since R = o, we conclude that it would take an 
infinite time for the current strength to become 
infinitely great so that an exact analogy is es- 
tablished between electromotive force and the 
mechanical forces. | 

Another interesting result is the following. 

Suppose a current to be divided into a number 
of paths whose co-efficients of resistance are 
respectively #1 72 73 &c., then if cr cz C3 &c., are the 
currents in the path, we shall have, as a deduction 
from Kirchoff’s formulæ— | | 


Cr V1 = C2 V2 = C3 V3 EC. 


Thus the main current would so divide itself, that 
the mechanical resistance in each of the paths 
would be equal. Edlund takes this for granted, 
and deduces Kirchoff’s formule from it. 

It will be seen that this theory of electrical 
resistance in no way alters Ohm’s law, but simply 
gives a different interpretation to one of the terms 


involved in it from that generally accepted. It 
will probably be objected that experimental 
evidence is required before so radical a change in 
our ideas can be entertained; this evidence M. 
Edlund has endeavoured to supply in an investi- 
gation described in the Philosophical Magazine for 
February last. 

His argument is as follows:—Supposing the 
mechanical resistance to be due to the relative 
motion between the ether and the conductor, as 


his theory requires, then, if motion be imparted. 
to the conductor relatively to the current, the _ 


mechanical resistance, and consequently the 
amount of current flowing, will be modified. To 
ascertain whether this be so or not he tried the 


following experiments— 


| 


a b is a cylindrical glass tube, of uniform 


diameter, and furnished with three side tubes c, d, 


and ¢; the distances between c and d and between 
d and é are as nearly as possible equal. In each 
of these side tubes a gold wire is fixed, by means 
of a cork and sealing-wax, terminated by a gold 
disc. On each end of the glass tube a metal cap 
with a screw thread is fastened, by which the 
glass tube can be screwed into the copper tube 
through which the liquid to be investigated flows 


into the glass tube. G is a differential galvano- 


meter, and & is a battery. The apparatus is 
joined up as shown in the drawing. 


It is evident that so long as the resistance 


between c and d is equal to that between d and e, 
and also the polarisation of the plates c and e¢ 
equal, no deflection should be produced on the 
galvanometer. ‘This was found to be the case so 
long as the fluid in the tube a b was stationary. 
If the fluid (water) is made to flow through the 


_ the tube, however, it is evident that in one section 


of the tube the current is flowing in the same 
direction as the water, while in the other sec- 
tion the current is flowing in the opposite direc- 
tion. Care was taken to eliminate as much as 
possible the interfering action of changes in the 
polarisation of the discs; It was found that in 
whichever way the water flowed, or in whichever 
way the current was made to pass, a deflection 
was invariably produced in such sense as to show 
that the resistance of that section of the tube in 
which the directions of the current and the water 
coincided was less than that in which they were 
opposed. | 


These results were confirmed by another series 


of experiments, in which the wire d H was aban- 
doned, and a rheomotor, with alternating currents, 
placed between ¢ and f. So long as the water in 


| 
| 
| 
| | 
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the tube remained at rest, the alternating currents 
produced no effect on the galvanometer; but 
directly the water was made to flow, a deflection 
was produced, showing that those currents which 
flowed through the tube in the same direction as 
the water were stronger, and therefore encoun- 
tered less resistance than those which flowed in 
the opposite direction. This description will give 
a general idea of the mode of experimenting, and 
the results of the investigation. | 

I hope in a future paper to give a description of 
my own experiments on this interesting question. 


ACTION OF LIGHT ON THE ELECTRICAL 
BEHAVIOUR OF METALS IN WATER. 


Tuts subject, which engaged the attention of M. 
. Edmond Becquerel as long ago as 1839, has lately 
been studied experimentally by M. Hankel. 
(Proceedings of the Leipzic Gesellschaft der 
Wissenschaften.) | 

One of two carefully cleaned and newly-scoured 
strips of copper was fixed in a porous clay cell by 
means of a cork-stopper. The cell was filled with 


_ water, and placed in a larger glass-vessel contain- 


ing the same water, in which was immersed 
the second copper strip, so that one of its surfaces 
was turned towards the light source. The two 
strips were connected with the wire of a galvano- 
meter. The glass with its contents was now 
placed in a black case having a slide, by means 
of which direct sunlight, or (after insertion of 
. variously coloured glass plates) coloured light, 
could be admitted to the outer copper plate. 

“The results with the newly-scoured copper 
strips were as follows :—On access of free sunlight, 
the illuminated strip proved negative to the one 
in darkness, but only moderately so; behind a 
red glass, the action was extremely small; behind 
yellow, a little stronger; behind green and dark 
blue successively, still stronger; whereas behind 
a very dark violet glass, it became less again. 

The copper strips having been oxidised by 
moderate heating, the following results were 
obtained :—In free sunlight the illuminated strip 
was strongly negative; on darkening again, the 
deflection gradually disappeared; behind red 
glass the action was less; behind light yellow 
glass the plate was first positive, then negative; 
on darkening, it first became still more negative, 
and then the action disappeared; behind dark 
green glass the behaviour was similar, but the 
first positive deflection was less; behind bright 
blue, dark blue, and violet glass, the plate was 
equally negative. 

Strongly oxidised copper strips were next tested. 
In free sunlight the illuminated strip was first 
strongly positive, then weakly negative; on dark- 
ening, it was first strongly negative, then the action 
ceased. Behind red glass the plate was pretty 

strongly positive, but the deflection of the needle 
soon fell off considerably; behind bright yellow 
glass the strip was very strongly positive, but 
very soon the action diminished; on darkening, a 
strong negative deflection occurred. Behind dark 


green glass the plate was first weakly positive, | 


_ thermometer and the hygrometer. 


48° at nine p.m.; and 52° at midnight. 


and then negative; behind dark blue glass the 


copper was also negative, and this change was 


more considerable than with free sunlight; be- 
hind violet glass, the uction was similar. 

These experiments show distinctly that by 
strong oxidation the positive condition is favoured, 
but at the same time, that this is due to the 
action of the less refrangible rays. 

With still greater deposits of oxides and salts 


| on the plates the positive actions were stronger, 


and they were even to be observed behind the 
violet glass, though weak and soon gone. à 

The author describes also the behaviour of 
copper in sulphate of copper solution, and the 
behaviour of silver, tin, brass, zinc, platinum; 
which metals were examined in the same way. 
For details of these experiments we must refer to 
the original. The facts communicated afford 
good evidence of the action of light in develop- 
ment of electricity. 


_ 


STONES AS CONDUCTORS. 
BY M. TH. DU MONCEL. 


Ir, when looking at the jewels displayed in the 
window of a jeweller, someone were to say that 
many of the stones, whose polish and colour we 
admire as we see them in their setting, could be 
employed as real scientific instruments, capable 
of indicating variations in the moisture and 
temperature of the air, we might be inclined to 
doubt the fact, although there is about it nothing 
extraordinary, as might be proved thus: Let us 
take this medallion of yellow opal, having a 
resinous appearance and dazzling polish; let us 
ask the jeweller to cut in two the gold circle in 
which the opal is mounted, and then to reunite 
the two pieces of the mounting, which has been 
thus divided, by means of two small pieces of 
ebonite; the medallion will have become a thermo- 
hygrometer. In order, however, to be able to read 


its indication, an exceedingly sensitive galva- 


nometer (of 36,000 turns) will be needed, as well 

as a small battery of the kind used for electric 

house-bells. We have now merely to suspend the 
medallion by an ebonite hook in front of a window, 

to join one of the halves of the mounting to the 

battery, and the other to the galvanometer, and 

we shall soon see upon the galvanometer a deflec- 

tion, which will vary somewhat considerably with 

the different hours of the day, and which will 

have a correspondence with the indications of the 

We shall find, 

for example, that in summer the deflection being 

69° at nine o’clock in the morning, will become 

47° at noon; 21° at three p.m.; 23° at six p.m.; 

Now, 

compare the thermometer and the hygrometer _ 
with these variations at the same hours, and the 
following figures will be obtained :— 


Mid- 
gam. Noon. 3p.m. 6 p.m. 9p.m. night. 


Hygrometer ..:42° ...20°...18° ...27° 
Thermometer 


The readings of the galvanometer show a 


| = 
| 
| 
| 
| | 
| 
| 
| 

F 
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variation which corresponds with those of the 
thermometer and hygrometer; but as, in these 
experiments the stone was, at noon, exposed to 
to the sun, the galvanometer reading fell more 
quickly from noon to three p.m. than the corres- 
ponding hygrometric reading; this shows that 
the apparatus was affected by temperature as 
well as by moisture, and that these two causes 
affect the stone in the same way. 
Here, then, we have a trinket transformed into 
a thermo-hygrometer; but how are these pheno- 
mena, which, at first sight, appear so strange, to 
be explained ? One would, at first, have felt sure 
that hard stones must be excellent insulators; 
and, in the second place, it is not easy to see 


what connection there can be between the mois- 


ture and temperature of the air, and bodies, such 
as these stones, which are so little permeable to 
moisture. Should it be imagined that this con- 
ductivity is simply the result of a vaporous 
condensation on the surface of the stone, such an 
idea must be speedily abandoned; for if we 
replace the yellow opal already spoken of by 
another stone quite as hard and as highly 
polished (agate, for instance, or even stibnite or 
cinnabar, which, in spite of their metallic appear- 
ance and their richness in antimony and mercury 
are almost insulators), it will be seen that the 
greatest deflection due to this vaporous condensa- 
tion hardly amounts to 4° under the conditions of 
the preceding experiments, and when the air 
_ contains the greatest amount of moisture. It is, 
then, to the conductivity of the body itself, and to 
the participation of the whole of its mass in the 
phenomenon, that we must attribute the galvano- 


metric indications with which we are dealing; 


but this conductivity is, moreover, as nothing 
compared with that of some other minerals of the 
same nature, such as certain silexes (agate and 
cornelian, for example), which conduct almost as 


well as distilled water, and are, nevertheless, | 


capable of taking the highest polish, and as hard 
as a flint.’ Now, it is with these last-named 
bodies that I have been able to investigate, in the 
fullest and easiest manner, this kind of conduc- 
tivity, as well as the effects upon it of exterior 
physical causes. It will also be seen that these 
hard stones, when studied from this point of view, 
can be made use of as another, and no less useful, 
scientific instrument, which enables us to readily 
recognise the nature of the conductivity of a 
medium through which a current is passed. Let 
us not, however, anticipate, but proceed with 
the subject immediately in hand. 

I have stated that the greater number of hard 
stones of a silicious nature, such as flint, agate, 
onyx, cornelian, opal, &c.,; are more or less 
electric conductors, and that the external air, in 
acting upon them, modifies their conditions of 
conductivity in such a way, that they can be used 
as thermo-hygrometers. The demonstration of 
this effect is very simple. Heat one of .these 
stones in an oven; its conductivity will be, if not 
completely destroyed, at least diminished to a 
very great extent; let it now be left in a very dry 
room, and under a glass shade containing a 
dessicating substance, such as anhydrous sul- 
phuric acid or chloride of calcium; the conduc- 
tivity will increase a little in consequence of the 


stone becoming cooler, but will still be much 
below what it was originally; let the stone be 
now placed in a damp cellar and left there, 
exposed to the damp, for the space of twenty-four 
hours; when it has been taken out and well 
wiped it will be found to have regained or even in 
some case to have surpassed its former degree of 
conductivity. The purest stones are, then, capable 
of absorbing the moisture of the air, and this 
moisture forms in them a conductor, which will 
be of a better or worse description, according to 
the greater or less degree of saturation of the 
atmosphere, and according to the greater or less 
absorbing power of the stone. On the other hand, 
as heat acts upon these bodies independently of 
-the absorbed moisture, a kind of psychrometric 
apparatus, which might have certain applications, 
is obtained. The way in which the electric 
conductivity is produced in the case cited is, 
however, the most interesting question for inves- 


tigation, for it presents effects of a quite unexpected 
kind. | 


In order to get a clear idea of the subject, let 


us suppose that the setting of the stone, instead 
of being formed of a circle of gold cut in two, is 
composed of two pieces of platinum which surround 
the two ends of the stone, and are pressed against 
it by means of two clips, the latter being in 
connection with the two wires of the circuit. 
Let us take a silex which is a very good conductor, 
and pass a current through it from a battery of 
twelve Leclanché cells. The following effects 
will now be observed :—1st. The intensity of the 
current will increase as the current continues to 


pass through the stone; this is the reverse of the. 


effect usually produced in electric transmissions 
of this kind. and. If, after breaking contact with 
the battery, the two platinum electrodes are 
joined to the galvanometer, a polarisation current, 
in a reverse direction to that of the battery, will 
show itself, and develope with sufficient strength 
to enable us to ascertain that under the influence 
of the original current two generators of electricity 
have been formed; one of these generators is 
represented by the electrodes, the other by the 
stone itself; they will both produce currents, the 
strength of which is in proportion to the time 
during which the battery current has been flowing. 
The relative strength of these currents varies with 
the nature of the stones, and also with the 


duration of thé electrification. With silexes and. 


stones of the same kind, such as the silicate of 
copper, certain agates, and quartzes, the currents 
developed by the electrodes are the strongest, at 
least with an electrification of short. duration; 
but to observe these currents, the electrodes must 
be connected by a body of the same nature as the 
stone employed in the electrification. A metallic 
connection used for this purpose would fail in 
producing any current. As for the other currents, 
to exactly appreciate their importance new 
metallic electrodes which have been heated and 
cleaned must be employed. With loadstone, 
oligist (speculum iron ore), brown zinc-blende, 
and other stones, which, whilst possessing a very 
distinct metallic conductivity, are capable of 
producing very intense effects of polarisation, no 
currents are produced by the electrodes after the 
electrification, when they are joined together by a 
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strip of metal, or by another strip of the same 
mineral not electrified. On the other hand, the 
currents developed by the electrified stone, and 
collected by means of the new electrodes, are 
relatively intense. Lastly; with moist substances, 
such as sheets of paper slightly wetted with 
distilled water, but carefully wiped after damping, 
the currents produced by these sheets after their 
electrification are hardly preceptible, whilst those 
which proceed from the electrodes, which have 
electrified the same sheets, are very strong. 
Thus, from the difference of intensity between 
the currents developed by the two generators thus 
arranged, it follows, that if the position of the 
stone or electrified body and that of the electrodes 
is reversed, we obtain with one class (the silexes 
and sheets of damp paper) a differential current 
in the same direction as the original current of 
polarisation, and with the other (loadstone, oligist, 
&c.), a current in the opposite direction. Let us 
now proceed to state the cause to which these 
polarisation currents are to be referred. 

If the arrangements of the experiments has been 
clearly borne in mind, it will be understood that 
the metallic electrodes, separated from each other 
by a stone which is more or less a bad conductor, 
form, in connection with it, a real condenser, a 
kind of Leyden jar which, by accumulating a 
greater or less charge upon the surfaces where 
the electrodes are in contact with the stone, and 
by giving rise to a species of electro-tonic con- 
ductivity, cause a discharge of longer or shorter 
duration to take place, when the electrodes are 
directly connected together after the electrifica- 
tion: this discharge results from the penetration 
of the charge into the interior of the stone. This 
current of discharge flows, naturally, in a reverse 
direction to that of the current which has been 
employed in the electrification, for it is, in fact, 
but a return current. It may, therefore, be 
considered as a current due to the electro-static 
polarisation of the molecules of the electrified 
body of low conductivity. 

But, on the other hand, with the same arrange- 
ment of the electrodes upon the stone, the latter 
may be placed in the condition of an electrolyte, 
if the stone is capable of giving an electrolytic 
conductivity; and under such circumstances the 
electrodes condense upon their surface the gases 
produced by the resulting chemical decomposition. 
These gases, reacting in their turn upon the 
conductor which has occasioned the electrolytic 
conductivity, give rise to an electromotive force, 
which, having a reverse direction to that of the 
battery current, produces a secondary current or 
current of polarisation, which shows itself like 
that above mentioned in a contrary direction to 
the original current. In the stones of which we 
have spoken, this conductor, which gives rise 
to an electrolytic conductivity, certainly exists; 
for it has been seen that the moisture of the air 
has much to do with their conductivity, and silexes 
and other stones of that kind contain, moreover, 
in their chemical constitution, a certain quantity 
of water. The two kinds of reaction which we 
have just passed in review should then be 
recognised in the effects resulting from the 
passage through stones of an electric current, and 
a third may even be produced, the result of 


another sort of conductivity, analogous to that of 
metals, and involving thermo-electric effects ; but 
this last only manifests itself in the case of 
metallic minerals. The latter, besides, only 
produce the polarisation effects of which we have 
previously spoken, because being neither pure nor 
homogeneous, they contain silexes and silicious 
quartzes, which cause them to partake of the 
nature of these latter minerals. Let us now see 
what are the principal effects of conductivity in 
the various stones, and we shall thereby find that 
the little system spoken of at the commencement 
constitutes a small experimental apparatus of a 
valuable kind for this class of investigation. 

If reference is made to what has been previously 
stated with regard to the currents produced by 


the electrodes and the stone after they have both 


been electrified, it will be understood that if an 
electro-static polarity is developed, a discharge 
must take place when the polarised parts are 
connected together by a conductor of any sort. 
Now, we see that when the connection between 
the polarised electrodes is made by means of a 
metallic conductor, no current is manifested; that 
this absence of current is not due to any failure 
in the exciting action is shown by the fact that 
when a stone conductor, which has not been 
electrified, or a watery liquid, is substituted for 
the metallic conductor, the current is produced. 
This proves that the polarisation of the electrodes 
is due to chemical action, for it is only action of 
this kind which requires, for the production of a 
current, that the intervening medium should act 
otherwise than as a simple conductor. Now this 
medium, for which either a: metallic conductor or 
a stone having similar properties will not answer, 
is found in a stone possessing an electrolytic 
conductivity, such as the silex already mentioned ; 
for the latter allows the gases condensed upon the 
electrodes to enter into combination. We may, 
therefore, conclude from these experiments, that 
the currents developed by the electrvdes arise from an 
electro-chemical action. | 


(To be continued.) 


CURIOSITIES OF THE WIRE. 


From “ Chambers’s Fournal.” 


A Lonpon firm telegraphed to a country agent 

‘ Send rails ten foot lengths.” The letters “t”’ 
and ‘‘e”’ are in the Morse code represented by a 
dash — and a dot - respectively; but in transmit- 
ting this message, the instrument in recording the 
word “‘ten”’ signalled two dots instead of the dash 
and dot, and the word was thereby converted into 
‘fin,’ the message reading: ‘Send rails in foot. 
lengths.” Mr. Scudamore adds, however, that 
‘‘if the senders had been less chary of their words, 
and had written: ‘ Send rails im ten foot lengths,” 
which would have cost no more, the blunder 
would never have occurred.” In somewhat the 
same manner, in a message where the sender 
asked for a ‘hack to be waiting him at the sta- 
tion, the letter ‘“h,” which is signalled on the 
Morse instrument by four dots, was converted into 
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“s” the signal for ‘“‘s” being three dots; the 
wayward instrument having failed in one dot, the 
consequence was that the traveller found a ‘sack’ 
awaiting his arrival. 

We can imagine the astonishment of the butler, 
who received a telegram from his master—a 
certain nobleman—asking him to send at once 
“ten bob,” as he was “greatly in need of it.” Of 
course the message had been wrongly transmitted, 
“ten bob” having originally been ‘“‘tin box.” This 
story, which happened not many years ago, was 
told me by a gentleman who was in the telegraph 
service at that time, and had to deal with the 
- complaint which was made about the matter. 
The following also comes from the same source. 
At one of the gatherings held periodically at 
Braemar, some years ago, a certain earl tele- 
graphed to Edinburgh for a “‘cocked-hat” to be 
sent tohimatonce. In transmitting the message, 
the article mentioned as wanted was converted 
into ‘‘cooked ham,” which was actually forwarded 
forthwith, greatly to the surprise and indignation 
of the nobleman. | 

A telegram was once received as follows: 
‘ Please send your pig to meet me at the station.” 
Of course it should have been “‘ gig,” the instrument 
having made what, in telegraphic phraseology, 


‘is called a false dot, by recording - —— + (P). 


instead of — — + (G). In fact, it is almost neces- 
sary to state, for the credit of the telegraph, that 
the treachery complained of is, after all, not inten- 
tional, but arises mainly from a difficulty which it 
appears to have in distinguishing the difference 
between certain letters. 
letters “y” and ‘*x,” which the electric wire is 
constantly confounding one with the other. Over 
and over again jaded railway officials have been 
caused fruitless searches after a missing ‘black 
boy” through this want of power, on the part 
of the telegraph, to discriminate between ‘‘y”’ 
and “x.” The stories current on this point are 
numerous, but the best I have yet heard is 
the following :—Some time ago a station-master 
received a telegram from a lady, stating that she 
had left at his station ‘‘two black boys” in the 
waiting-room, she believed, and tied together 
with red tape; would he please forward them 
at once. The astonished official caused search 
to be made; but instead of ‘ boys” he found two 
‘‘boxes”’ in the waiting-room, as described, which 
were duly forwarded. From a similar cause on 
the part of the electric fluid, a lady received from 
her son-in-law a telegram which astonished her 
not a little. It stated that his wife had pre- 
sented him with a ‘fine box.” 


ON SOME RECENT ELECTRO-CHEMICA 
DISCOVERIES. 


M. BERTHELOT, the distinguished French che- 
mist, has lately brought before the French 
Academy of Sciences a series of remarkable 
experiments, which, in addition to a:fording other 
results, point to an important and brilliant dis- 
covery relative to the reactions which occur 


This is plainly so in the — 


between the gaseous elements of the air and the 
organic compounds of the earth. The nature 
and effect of these reactions on vegetation consti- 
tute no small portion of the science of agricultural 
chemistry. And regarding the question of the 
source of the supply of nitrogen to plants, it is 
well known that none is more closely enlisting the 
attention of chemists who find, in the doubt 
encircling present accepted theories, the stimulus 
for further and deeper investigation. 

We know that, for the support of vegetation, 
carbon, hydrogen, oxygen, and nitrogen are needed, 
and that the source of carbon is the carbonic acid 


which exists in the atmosphere in the proportion | 


of ssb> of its volume. Similarly, the water 
always present in the air supplies hydrogen and 
oxygen necessary. It is not so easy to trace 
whence the nitrogen is derived, and here opinions 
have fiercely conflicted. Previous to Liebig’s 
time, it was supposed that organic matter (humus) 
supplied the chief nutriment of plants; but this 
the great German chemist denounced as “ baseless 
and absurd;” and after detailing his own experi- 
mental researches and those of others, he affirms 
that nitrogen ‘‘is derived either from the air, 
whence it is conveyed to the earth in rain or dew, 
or from organic substances accumulated from a 
series of generations of dead or decayed plants, or 
else from animal remains contained in the earth 


or incorporated with it by man in the form of 


excrements. * * The remains of extinct 
animal life, which are embedded to an enormous 
extent in sedimentary strata, or which of them- 
selves constitute whole masses of rock, attest the 
extraordinary distribution of organic life in the 
former ages of the earth: and it is the nitrogenous 
constituents of these animal bodies, passing over 
into ammonia and nitric acid, which still play an 
important part in the economy of the vegetable 
and animal world.” Such is the present theory. 
It is difficult to conceive of its more complete 
reversal than must follow the acceptance of the 
facts which M. Berthelot now places before us— 
facts which the clearest of subsequent investiga- 
tions must substantiate before they will prevail 
over Liebig’s conclusions—facts which lead to 
the assertion that free atmospheric nitrogen is 
fixed in organic nature, unchanged in form by 
atmospheric electricity. 7 

It has long been known that the silent electric 
discharge is capable of producing special che- 
mical reactions. In order to study these, M. 
Berthelot devised a simple little apparatus, com- 
posed, first, of a bell-mouthed test tube about 


which a ribban of: platinum was coiled; and 


second, a V tube of glass closed at one extremity. 


- The test tube filled with the gas or liquid to be 


tested was inserted over a mercury bath, and the 
closed end of the V tube was inserted in it. One 
pole of a Ruhmkorff coil was attached to the plati- 
num ribbon, the other communicated with a 
conducting liquid (acidulated water) in the V tube. 
The current then passed through the then annular 
space comprised between the vertical leg of the 
V tube and the inner periphery of the test tube, 
which space was of course filled with the material 
under examination. By this instrument he found 
that organic compounds, at ordinary tempera- 
tures, absorb free nitrogen, while under the 
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influence of the current. In a few hours, 15°4 
grains absorbed from 0°24 to 0°3 cubic inch of 
nitrogen, the greater part remaining unaltered; a 
solid resinous polymeric product was generated, 
which, on being heated, decomposed with evolu- 
tion of ammonia. Turpentine and marsh gas 
acted similarly. Taking the constituent principle 
of vegetable tissues—in the shape of a piece of 
white filtering paper, which is none other than 
cellulose orligneous principle—after having slightly 
wet it, he submitted it to the action of the current 
in presence of pure‘nitrogen. In eight or ten 
hours, a notable quantity of gas had been absorbed, 
and subsequently the nitrogen, combined with the 
paper, was extracted in the state of ammonia. 
The presence of oxygen does not hinder the 
absorption of nitrogen. By causing the discharge 
to act on atmospheric air in contact with a sirupy 
solution of dextrin, M. Berthelot observed that 
a certain quantity of nitrogen and oxygen combined 
with the organic matter. 
is absorbed in the same manner and even more 
rapidly than nitrogen; 0°06 cubic inch of benzine 
. took up 15 cubic inches of hydrogen, or about 2 
equivalents, and the result of the combination 


was a resinous substance analogous to a dried | 


varnish, possessing a very strong and disagreeable 
odour. 

The reaction produced by the silent discharge 
appears to be much greater than when the electric 
spark is used. With the current the proportion 


of ammoniac gas reaches about 0°03 in the normal . 


mixture of nitrogen and hydrogen; with the spark, 
but a few hundred-thousandths. The decomposi- 
tion of ammoniac gas by the current tends to the 
same limit. This identity of the two limits pro- 
duced by the inverse action of the current is 
remarkable, and is as important to be noted as 
that of the diversity which exists between the 
action of the silent discharge and that of the 
spark. Protoxide and binoxide of nitrogen, sul- 
phuretted and phosphuretted hydrogen, sulphurous 
acid, &c., are all more or less profoundly decom- 
posed; and, in brief, the action of the silent dis- 
charge, like that of the spark, tends to resolve 
compound gases into their elements, with the 
_ production of phenomena of equilibrium due to 
the inverse tendency of recombination. Only, in 
_ the case of the discharge, a portion of the isolated 
elements unites with the compound itself to form 
condensed products, to the formation of which, 
however, are opposed the longer duration of the 
spark, and especially the heating effect thereof. 
“It is not doubtful,” says M. Berthelot, turning 


to the practical results of his discovery, ‘that | 


analogous phenomena (accompanied by an absorp- 
tion of oxygen) manifest themselves during storms, 
and even when the air is electrified or presents a 
different potential in its upper strata and in those 
exposed to the sun, which is, after all, its normal 
state. Under these conditions, the organic matters 
in contact with the air very probably absorb 
nitrogen and oxygen. This absorption may be 
revoked at the moment of lightning discharges, 
which correspond to the differences of tension 
analogous to and greater than those of the 
Ruhmkorff apparatus; and the same is likewise 
probable for weaker differences that are inces- 
santly produced. Perhaps even this absorption of 


Furthermore, hydrogen 


nitrogen and oxygen, joined to the molecular 
condensations and other chemical changes 
developed in the tissues under the influence of the 
electric discharge, causes corresponding physi- 
ological modifications which play a certain part 
in the singular ailments manifested in the human 
organism during storms.” | 

Without stopping to dwell on these points, 
however, the discovery may be regarded, as we 
stated in the beginning, as showing a new cause 
for the fixing of atmospheric nitrogen in nature. 
It engenders condensed nitric products, of the 
order of the humic principles so widely extended 
over the earth’s surface; and however limited the 
effects may be, at each instant or at each point of 
the terrestrial superficies, they may evidently 
become considerable by reason of the extent and 
the continuity of the reaction universally and 
perpetually taking place.—Sczentific American. 


Wiru regard to the relations between the Tele- 
graph and the Press, the Saturday Review remarks 


on the way in which newspapers which exhibit 


great enterprise and subject themselves to heavy 
outlay for prompt and original news are plundered 
‘“by the direct connivance of a Government 
Department.” Some London papers, ¢.g., the Times 
pre-eminently, are at great expense and trouble 
for telegraphic news. What happens when this 


valuable news, which has cost so much to obtain, 


is published? It is at once seized upon by various 
agencies, who by surreptitious means obtain early 
copies, and is telegraphed all over the country, so 
that it may be published there before any parcel 
from. London can arrive. ‘‘ It cannot be said this 
is morally an honest system, and at any rate a 
Government Office ought not to foster it by special 
facilities at a nominal and unremunerative price.” 
The writer also points out that these Press 
agencies tend to deteriorate and corrupt the supply 


_ of intelligence, by undertaking to supply a vast 


number of different newspapers at a very low rate, 
which the present system enables them to do. 
Newspapers use the same “copy,” and inde- 
pendent and original reports are discouraged. 


The Working«Men’s. College in Great Ormond- 
street was opened on Thursday evening, Oct. 5, 
when Mr. J. E. H. Gordon, B.A., of Caius College, 
Cambridge, gave a lecture on ‘ The Characteristics 
of Modern Physical Research.” Mr. Gordon is a 
representative of the Society for the extension of 
University teaching in the metropolis, who have 
lately chosen this College, along with the neigh- 
bouring ‘‘ College for men and women,” as one of 
their centres of operation in London. Mr. Gordon 
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is to deliver a series of lectures, this session, on 
‘Electricity and Magnetism.” 


A desideratum at present (it is suggested by the 
Scientific American) is a system of inexpensive 
blinds, which shall automatically open and shut 


with the varying intensity of sunlight, so as to 


admit a uniform amount of light into our reading- 
rooms, offices, workshops, hospitals, &c. 


to be admitted or excluded according to their. 
force or brilliancy. The apparatus might be a. 
system of lightly moving blinds worked by a 


thermo-electric current, generated by action of 


_thesun’s rays onathermopile. Or the immediate 
source of motion might be a battery of selenium 


bars, that metal being electrically sensitive to 
light. 


An account of the Puy-de-Déme Observatory, 


which was inaugurated on August 22nd, appears 
in a recent number of Nature (5th October). 


M. Germain, of the French Academy, recom- 
mends the employment of bobbins of very small 
resistance, to permit of applying telegraph-wires, 
in times of storm, for meteorological announce- 
ments. Those he describes have a resistance of. 
only 2°8 ohms; they give as much magnetisation 
as bobbins of 185 ohms, on lines of average 
resistance; and they are unalterable by the most 
powerful thunderstorms. The telegraph-wires can 
be put in communication with the ground, while 
correspondence is rendered possible, 


The Postmaster-General has instructed Mr. 
Fischer, the controller of the Central Telegraph 
Station, and Mr. W. H. Preece, to proceed to 
America, to examine and report upon the tele- 
graphic system of that country, but the date of 
their departure is not yet fixed. 


The interest attached to Mr. Bright’s speech in 
Manchester on the 2nd inst., is attested by the 
fact that. though accommodation could only be 
provided for thirteen reporters, no less than 
371,076 words were telegraphed of the speech to 
different parts of the country. Of this number 
187,559 words were sent through the Press 
Association, 148,642 by the Central News, and 
54,876 by various independent reports. The total 


number of words represents about 178 columns of | 


matter. The speech was sent direct to thirty 
towns, including Aberdeen, Belfast, Dublin, and 
Plymouth. Mr. Bright rose to speak at half-past 
seven, and yet most of the London and provincial 
messages, though extending to over three columns 
a-piece, were completed before midnight. 


The 
motive-power should be the sun, whose rays are. 


Professor Melsens, of Brussels, recently con- 
structed a rhe-electrometer on the principle of 
that of Marianini. It consists of a compass with 
a coil of wire under it wound on a hollow ebonite 
cylinder, whose axis is at right angles to the mag- 
netic meridian. One end of the coil communicates: 


with a line of telegraph wire, the other with the 


ground. A piece of annealed steel wire without 
polarity is placed in the helix. Immediately the 
helix receives a current the bar becomes a 
magnet, and deflects the compass west or east, 
permanently. A new wire can be substituted for 
fresh observations. M. Melsens suggested in the 
Belgian Academy that a system of observations 
by this means, at a large number of telegraph 
stations, might throw much light on the electric 
phenomena above us in the clouds, in our houses, 
and under our feet in the ground. The hint was 
acted upon by the Belgian telegraph authorities, | 
and observations are now transmitted regularly 
from various offices to the central administration. 
As to the nature of the electrical effects, M. 
Melsens states that in one observation, during a 
thunderstorm at Bruges, between 3.48 p.m. and 
7.55 p.m., the wire not being changed, the needle 
passed ten or twelve times from east to west, 
indicating discharges violent enough to reverse 
the poles of the wire. | 


“ Strange it is,” says a writer in The Engineer, 
‘‘that publishers, so energetic to issue worthless 
books, do not come forward with a re-issue of 
Faraday’s volumes [{‘‘ Experimental Researches” ]. 
They are invaluable to the student, they are not 
out of date, and they can be obtained only with | 
great difficulty—three very good reasons, -we | 
should imagine, for a new edition.” 


_ Having observed in a number of works in 
Mayence, that zinc, in many cases, hindered 
boiler incrustation, but in others not at all or very 
little, Dr. Rautert was led to examine the feed- 
water, and he concludes from his analyses that 
the zinc is efficacious where the water chiefly 
contains gypsum, but that it fails against car- 
bonate of lime. The proportioning of the zinc to 
the heating surface alone is a mistake; it should — 
rather be proportioned to the quantity of gypsum 
present. 


The most important improvement recently ef- 
fected by Mr. Elisha Gray in his electric-harmonic 
telegraph system (based on the number of vibra- 
tions required to give a musical note), is the 
successful duplexing of his apparatus, so that 
messages can be sent simultaneously from each 
end of the line. With the apparatus as now 


| manufactured, four messages can be sent simulta- 
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neously from each end of the wire. There seems 
no reason to doubt that the number of circuits 
operated may be increased to as many as thirty- 
two (the number of tones and semitones in the 
musical scale). 


According to a comparison lately made by the 
German Telegraph authorities, there is one tele- 
gram sent in Hungary for every eight inhabitants, 


in Italy and Austria for every six, in France for 


five, in Germany for four, in Belgium for two to 
three, in Switzerland for one to two. 


The telegraph lines in France had at the end of 
1875 an extent of 143,234 kilometres (of which 
5,234 were underground). Since 1850 a sum of 
38 million francs has been expended on the 
. system. The number of stations has increased at 
a still more rapid rate than the extent of lines. 
In 1851, there was one station to 125°5km., in 1855 
to 70°44, 1860 to 62°9, 1865 to 37°6, 1870 to 22°7, 
1875 to 20km. of telegraph line. In 1861, with a 
mean cost per telegram of 4°21 francs, the income 
was 5,631,830 francs, and the working expenditure 
6,594,407 francs. In 1875, with rfr. 65c. as the 
mean price of telegrams, the income was 
15,758,995 francs, and the expenditure 13,612,500 
francs. 

The Atlantic and Pacific Telegraph Company 
is introducing the D’Infreville Duplex very 
generally on its lines, and also uses the automatic 
considerably on its principal circuits.—The 
Western Union Company has just declared a 


dividend of 13 per cent. on its capital stock for the | 


quarter ending Sept. 30, which shows that its 
business is at least not declining. 


The Rio Grande do Sul and Monte Video cable 


has again been interrupted. 


_ The Anglo-American Telegraph Company have 
' resolved (after placing £25,000 to the credit of 
the renewal fund) to declare the following divi- 
dends, all free of income-tax and payable in 
November next:—An interim dividend of 3 per 
cent. on the Ordinary Consolidated Stock for the 


quarter ending 30th September; an interim divi- 


dend of + per cent. on the Deferred Stock for that 
quarter; and a balance dividend for 1876 of 1 per 
_ cent. on the Six per Cent. Preferred Stock. No 
further dividend will be payable on this stock for 
the year 1876. The interruption in May and the 
competition of the Direct Company in the last 
three months probably account for the lessened 
return. | 


The Brazilian Telegraph Company pay a divi- 
dend of 2s. 6d. per share, making, with previous 
distributions, 5 per cent. for the year ended 3oth 


June last. 


The sum of £40,000 is placed to the 
reserve fund. 

The average time in transit between London 
and India, of all outward messages, vid Teheran, 
on the lines of the Indo-European Telegraph 
Company, was for the week ending September 8th, 
38 minutes; 15th, 33; 22nd, 55; 29th, 59. The 
cable between Madras and Penang continues 
interrupted. | 

A special meeting of the Eastern Telegraph 
Company was held on the oth inst, at which a 
resolution was passed authorising the directors to 
acquire and carry into effect, at a cost not exceed- 
ing £100,000, the concession from the French 
Government in reference to the new submarine 
cable from Marseilles to Algeria, and the land wire _ 
through France, with any modification which may 
be approved by the Board. 


NOTES OF TRAFFIC RECEIPTS. 

Great Northern Telegraph Company, for Sep- 
tember, this year, 400,002 francs (last year, 
390,316 francs). Total from January, 3,613,675 
francs, as against 3,123,087 francs last year. 

Direct Spanish Telegraph Company, for Sep- 
tember, £488, against £1,547 in the same month 
last year. 

Cuba Submarine Telegraph Company, 2,174 
messages in September estimated to produce 
£2,000, against 2,072 messages, producing £1,942 
in same month last year. Traffic receipts ‘in 
July, £2,791. | 

Direct United States Cable Company :—For 


week ending 23rd September, £3,400; 30th, £3,420; 


ath October, £3,750. 


West Coast of America Telegraph Company, 
for four weeks ending 30th June, £2,348. 

Submarine Telegraph Company, for September, 
£10,446 ; against £10,013 in same month last year. 

Eastern Telegraph Company, for September, 
£33,785, against £30,176 in same month last year. 


Electrical Science in Foreign Journals. 


DINGLER’S POLYTECHNISCHES JOURNAL. 
SECOND JULY NUMBER, 1876. 


Austrian Railway Telegraphs. 
M. KoHLFüRST has specified the following as ne- 
cessary in order to the development of the 
Austrian railway telegraph system:—1. Com- 
plete separation of the railway telegraph lines, in 
construction and maintenance, from the State tele- 
graph lines. 2. Careful supervising of these lines 
by the railway authorities. 3. Limitation, as 
much as possible, of the private correspondence 
on the railway lines. 4. Institution of an office to 
be filled by a specialist, who should, inter alia, un- 
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dertake the experimental testing of new inventions 
relating to railway telegraphs, and the supervision 
of the railway telegraph service. 5. Formation of 
a committee for telegraph interests in the Verein 
deutscher Eisenbahn-Verwaltungen. 6. Introduc- 
tion of exact theoretical instruction on railway 
traffic and railway telegraph management into the 
the technical high schools. 


First AUGUST NUMBER. 


Apparatus for immediate Signalling of a Diminu- 
tion of Pressure in a Gas-pipe system. By M. 
RAUPP. | 

_ À WROUGHT-IRON vessel containing mercury is 
closed by a wooden stopper, into which is screwed 

a brass piece containing a glass-tube, which reaches 

down into the mercury, and is connected laterally, 

by caoutchouc tubing, with the main. A steel 
needle, fixed into the glass tube, with regulating 
screw at the top, reaches down nearly to the mer- 
cury. A battery of two Leclanché elements and 
with a bell in circuit, is connected, one pole with 
the wrought-iron vessel, the other with the brass 
piece. When the gas-pressure is diminished, the 


thus making connection, and causing the bell to 
ring. 

On a New Electric Lighting Instrument. 

HEss. 

THE author has for some time been experimenting 
with a view to make mining fuses, whose charge 
should consist of an explosive gas mixture. The 
electric spark, he finds, easily explodes a mixture 
of explosive gas and air, and the inflammation is 
readily communicated to neighbouring inflamma- 
ble liquids. He was thus led to make an electric 
lighting instrument, which consists of a small 


By M. 


rally kept out of the acid byaspiral spring,—a small 
spark-inductor with an electrode knob on the box 
which holds it, containing the ends of the induc- 
tion spiral about 0°4 to o‘6mm. apart, while the 
ends of the primary coil are permanently con- 
nected with the battery,—lastly, a flask with a 
mixture of alcohol and svlphuric ether, in which 
dips a sponge at the end of a wire. If you want 
a light, you press the zinc into the acid, 
then take the sponge and press it against 
the electrode-knob, whereupon the spark ignites 
the alcohol-ether. The advantage claimed for 
this arrangement over those based upon the glow- 
ing of wire is its great durability, especially 
that of the battery. Very weak currents will give 
induction sparks, and the battery needs revision 
much more rarely than with glowing wire, which 
quickly reduces its force. 


Renesson’s Electro-magnetic Arrangement for stopping 
Steam-engines. 
In a 25-horse power engine employed by this firm 
at Sedan, a valve-cock is connected with the dis- 
tributing box, and on the axis of it is a small 
wheel on which a weighted cord is wound. The 
weight tends constantly to unwind the cord and so 
close the cock, but there is a tooth on the wheel 
i which is stopped by a bolt, until the bolt is with- 
4 drawn by electro-magnetic action. A constant, 


or (better) interrupted current is used, being mani- 


mercury rises in the glass-tube to the steel-needle, 


bichromate battery, the zinc plate of which is gene- 


pulated at any distance from the engine. The 
driving-wheel does not make more than 1} to 14 
turns after the current is sent. 


JOURNAL DE PHYSIQUE. 
AuGusT, 1876. 


Experimental Researches on Rotatory Magnetic 
Polarisation. By M. BECQUEREL. 
THESE researches were presented to the French 
Academy in three notes, one of which we have 
already given in abstract. Conclusions :—1. The. 
positive rotation of the plane of polarisation of a 
luminous ray of given wave-length traversing unit 
thickness of a diamagnetic substance under’ the 
action of magnetism, is proportional to the func- 
tion #2 (#2 — 1) of the index of refraction, and to a 
factor connected with the magnetism and dia- 


‘magnetism of bodies. The factor is greater the 


more diamagnetic the bodies. 2. For bodies of the 
same chemical family, or for different compounds 
of the same chemical radical the quotient of the 
maguetic rotation by the function #2 (n2—1) of the 
corresponding index of refraction is a number 
which varies very little. 3. The chemical nature 
of the molecules of bodies intervenes directly in 
the phenomenon in question, and in a complex 
molecule there may be independence between the 
effects produced by the various elements compos- 
ing it. In solutions there is independence 
between the action of the solvent and that of the 
body dissolved. 4. Diamagnetic bodies in solution 
have rotatory magnetic powers sensibly constant, 
whatever the concentration of the solutions. 
The negative molecular magnetic rotatory powers 
increase, on the other hand, very quickly with the 
approximation of the molecules, in solutions more 
and more concentrated, and seem to be a function 


of the intensity of magnetism developed in their 


molecules through their mutual reactions. 5. 
The magnetic dispersion of the planes of polar- 
isation of the rays of different wave-lengths by 
very diamagnetic bodies is sensibly proportional 
n2 (n2 — 1) | | 
to — — À being the wave-length and # the 
A | 
corresponding index of refraction. For very mag- 
netic bodies, or which behave as such with polar- 
ised light, the negative rotations increase ap- 


proximately in inverse ratio of the fourth power 


of the wave-length (Cf. p. 213). M. Becquerel 
regards magnetic and diamagnetic phenomena 
not as constituting twodistinct properties of bodies, 
but as due to a single cause. 


On the Theory of Condensers, of the Electrophorus, 
and of Holtz Machines. By M. Ricui (second note). 
THIS is an application of former experiments on 
the penetration of the charge into bodies fixed 
and in motion. (Hardly suited for abstraction.) 


Proceedings of Physical Society of St. Petersburg.— 
Reserved for separate notice. 


SEPTEMBER. 


Differential Electro-actinometer. By M. Ecororr.— 


Already described, p. 203. A 


figure of the 
apparatus is here given. | 
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On the Thermo-Electric Properties of Lime Spar, 

Beryll, Idocrase,and Apophyllite. ByM.HANKEL. 
WHEN a heated crystal is cooled, it presents at 
its surface an electric distribution variable with 
the form of crystal. When it has the hemihedry of 
tourmaline, the two ends of the same axis are 
charged with different electricities. Apart from 
this case, the two ends of the same axis have iden- 
tical properties, but the ends of different axes may 


be charged with opposite electricities. In par- 


ticular, in crystals belonging to the system of 
prism with square base, the faces parallel to the 
axis of symmetry are not charged with the same 
electricity as normal or inclined faces limiting 
the crystal. Two classes of these crystals may be 
distinguished, according as the positive electricity 
is carried to the extremities of the axis or to its 
lateral faces. To the first class belong:—1. 


Spars of Scheeberg and Freiberg, formed of a 


hexagonal prism limited by the primitive rhom- 
bohedron or one more obtuse. 2. The majority 
of emeralds. 3. Idocrases of Wilai (Siberia). 4. 


_ Apophyllite. On the other hand, very elongated 


scalenohedra of Derbyshire spar, emeralds of Elba, 
and idocrases of Ala, belong to the second. 


Correspondence, 


RESISTANCE OF CONDUCTORS. | 


Mr. Jacos says he has not found in any electrical 
_ text-books a method of measuring the resistance of a 


conductor, when the positive and negative currents 
sent through the conductor are of different inten- 
sity, and he gives, for this case, a formula which 
enables one to determine the true resistance of 
this conductor. 

Allow me to say that I have long employed this 
formula for measuring the resistance of the ground 
—resistance which it is impossible to obtain di- 
rectly, owing to the effects of polarisation and local 
currents which are always developed in circuits 
completed by the earth. I have published this 
formula in a brochure, ** Sur le Rôle de la Terre dans 
les Transmissions Télégraphiques,’ which I have the 
honour to send you; and the formula is also dis- 
cussed in a note inserted in the Comptes Rendus of 
the Academy of Sciences of 28th August, 1876, of 
which you have given an abstract in last number of 


_your Journal. The Fournal Télégraphique of Berne 


has also given it in its number for 25th September. 
It is true that the calculations which have served 
in determining it, suppose for the measurement of 
resistances, the use of a differential galvanometer, 
while Mr. Jacob bases his on the employment of 
Wheatstone’s bridge. I am glad to see that the 
two methods lead to the same formula; which 
is, moreover, very easy of use, and has for long 
been of real service to me. 

The equations which have served me as the 
base for deduction of the formula in question are, 
taking Mr. Jacob’s designations for the resistances 
measured by the rheostat, and calling E the 
electromotive force of the battery, e that of the 
local current, or of polarisation, which reduces 


the potential of the earth, 7 the resistance of the 
battery— 


E x (E — e) Ry 
= or + E=(E-e)R; 
7 


E x (E + a) R, 


= or Ex=(E+e)R, 
(¥+R2)+%R, | 
From these two equations we have 


2 R2 


R: + R2 
You will perceive that the two formulæ are 


identical. 


Tu. Du MONcEL. 
Lebisey, 5th Cctober, 1876. | 


A. L.—A.P., October 21, 3°30.—J. J. F. Your sup- 
position appears to be correct.—A. M. Morr. Too | 
late for insertion in this number. 


PATENTS. 
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LEA L'L'EIL), 
PATENT CISTERN FILTERS CHARGED SOLELY WITH ANIMAL CHARCOAL. 


rie Requiring when once fixed, no attention whatever, 

And Superior to all others. Vide Professor Frankland’s Reports to the Registrar-General, 

"gs i gia July, 1866; November, 1857 ; and May, 1870; the Lancet, January 12, 1867, and Testimonials 
epee ite: ÿ from Dr. Hassall, September 23, 1853; Dr. Letheby, February 15, 1865, and Becember, 1872. 


| = =i Hat! Price £1 10s, and upwards. PORTABLE FILTERS on this System, £I 5s. to £3. 


Le ti Patronised and used by Her Majesty the Queen, at Osborne; by H.R.H. the Prince of Wales 
€ at Sandringham; by H.R.H. the Duke of Ca mbridge, the elite of the Medical Profession, and 

AN ‘af “Ale at the London, St, George’s, Fever, and German Hospitals, and various Lunatic Asylums 
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Pocket Filters, 4s, 8d. & Gs. each. Household & Fancy Filters, from 12s. 6d. 


WATER-TESTING APPARATUS, FOR DETECTING THE IMPURITIES IN WATER, tos. 6d. and 21s. each. Danchell's 
Testing Apparatus for Discovering the Presence of Impurities in Water,” is a most convenient and portable one.—Vide Dyke on 
the Preliminary Duties of Health Officers. 
This is a very handy case for the Study Table or the Carpet Bag. It contains the Chief Chemical Tests for Qualitative Water 
Analysis, and will be found of use by medical and other men who may have occasion to ascertain in a ready manner whether any of the 
more actual impurities are present or not in water.—Vide the Medical Record, January 29, 1873. 


157) STRAND, W.C. (four doors from Somerset House), LONDON, 


Read—‘‘ Water : its Impurities and Purifications,” price, per post, 2d 
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3 =” The Magneto-Electric Bell-Pull, dispensing with 
( BY | the use of Battery. 
= The Magneto and Electric Alphabetical Dial 
= Instrument. 


The Patent Morse Instrument to work without 
Battery: 


The Magneto-Electric Block system to work 
without Battery. — 


The Ship Signal Dial to work without Battery. 


mended on account of its simplicity, cheapness, and durability. 


All kinds of Eleztric Belly. Indicating Tablets, with the latest 
mprovements. 


The ake ve Instruments of the best make 20 per cent. less than any other House, 
MANAGER, E. D. BRIDGER. CONSULTING ELECTRICIAN, G. ZANNI 
1, JAMES STREET, OLD STREET, CITY ROAD. 
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The London and General Purifying Gompany: 


BENNETT'S BATTERY, with latest improvements, specially recom- | 


M. SADILER, 


INVENTOR OF THE 


So universally used by the Medical Profession, 


MANUFACTURER OF PAR 

will Electrical, Galvanic, Magnetic, Chemical, Photographic, IN pa 
and Pneumatic Apparatus. | 

ELECTRIC BELLS AND INDICATORS, OF .EVERY DESCRIPTION. 


For Hotels, Warehcuses, Manufactories, Mines, and Domestic and General Use. 


19, ASTON STREET, BIRMINGHAM. 


UPRIGHT MAGNETIC MACHINE, no 4 
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Browning's New — Akribetic Galvanometer 


(RIDOUT’S PATENT). 


This instrument is more hardy than any instrument of the kind of equal 
sensitiveness yet introduced, the needles being supported on an agate centre, 
and mounted in an aluminium frame, instead of being suspended by a thread 
of cocoon silk; the usual adjusting screws are also dispensed with. It is so 
sensitive that it will give a deflection of 10° when a small pair ™ antimony 
À and bismuth bars are breathed upon for an instant. 


PRICE, MOUNTED IN SOLID EBONITE, £1 18s. 6d. 


INDUCTION COILS, ELECTRIC LAMPS, ¢tc., &c. Illustrated Lists Free. 


JOELN BROW IN LING, 
OPTICAL AND PHYSICAL INSTRUMENT MAKER TO THE ROYAL OBSERVATORY, de., de. 


LONDON, W.C. 


Prize Medal 1862. | Established 100 Yours: 


The Monthly Part of 


NATURE for 


Contains full reports of 


| ADDRESSES AND PROCEEDINGS OF THE BRITISH ASSOCIATION AT GLASGOW, 
A PORTRAIT, engraved on steel, of SIR WILLIAM THOMSON, F.R.S., — 


And many other articles of interest. — PRICE Two SHILLINGS.—Office: 29, Bedford-street, Strand, W.C. 


FIRST PRIZE ver” EXHIBITION, 1876. 


‘SANDERSON & PROCTOR’S 
PATENT SOLID COPPER TAPE LIGHTNING CONDUCTOR 


Is the NEATEST, MOST DURABLE, and EFFICIENT safeguard against lightning. Prices from one Shilling per 
foot complete for fixing. Estimates on application. 


SANDERSON & PROCTOR, 19 & 21, Queen Victoria Street, London, E.C. Works, sn ae 


Price. 3s. 6d., Elegantly Bound, Gilt Edges, well Illustrated. 


PICTURES OF HEROES, AND LESSONS FROM THEIR LIVES, 


By THE AUTHOR OF ‘* WATCHERS FOR THE Dawn,” &c. 
“ Here are lives of great men, which are full of instruction and encouragement to the young. They remind us 
that in life’s struggles ‘ We may make our lives sublime.’” , 


‘ We strongly recommend this volume t the notice of parents and teachers, as being a suitable gift-book 
for all seasons.”—Living Waters. 


‘* This is really a pleasing volume, take it any way you please—as a source of i instruction or as a source of 
interest.”—Inverness Advertiser. 


HAUGHTON & CO. 10, PATERNOSTER ROW, LONDON. 


Orders from Abroad promptly attended to on receipt of remittance. 


PATENT ELECTRIC PEN. 


For the production of manifold copies of Writing, Outline Drawings, or Designs. Any Penman can use it. 


ONE TO TWO THOUSAND COPIES are easily and rapidly produced. No special paper is required. 
It is cleanly and prints with ink of any colour. It obviates the expense and delay of lithography, and from the 
perfect privacy and promptitude with which copies can be made it is of the utmost value to Bankers, Merchants 
_Stoek Brokers, Solicitors, Accountants, Ship Brokers, and Secretaties of Public Companies. 


Price of Pen with Duplicating Press, £8 8s. It may be seen in operation at the Offices of 
THE ELECTRIC WRITING ComMPANY, 9, NEw BRoAD STREET, E.C. 
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BEST ENGLISH-MADB 


ANALYSIS OR ASSAYING: 


(Price Lists on application.) 


THE TRADE. SUPPLIED 


| ALABASTER 
OFFICE REMOVED TO THE MANUFACTORY, 


Published on the rst of each Month. Price 4d., or anne, Post fre, | 
| | payable in advance. | 


tt can ies be supplied abroad, at the following rates per annum, Post pare | 


Bos See ‘Australia, Austria, Belgium, Brazil, Canada, Constantinople, Ceylon, China, 


|} Denmark, Egypt, France, Germany, Gibraltar, ‘Holland, India, Italy, Japan, Malta, Mexico, 
|. Monte Video, Natal, New Zealand, Portugal, Russia, South America (East Coast), Spain, 
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HOLE LONton AGENTS FOR: 


Bells’ COMBINE the advantages of the best, systems “of oad 
Dells, at thesame time being much less expegsive than either cae be 
wp at little Gif any) more expense than«thevordinary wire and: crank bells, 
DUNABLE, SIMPLE, and CHzap, ‘they are adapted to houses of évery. mind +108 


| action. 


TUBES. GAs APPARATUS FOR SUPPLYING COUNTRY MANBIQNS 


List 


"Offices and Warehouses: 106 and 100, ST, LONDON, EC, 
"Works: SILYERTOWN, ESSEX ; PERSAN BEAUMONT,’ "FRANCE. 
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